Filter Housings WWATTS

*UE) Flowmatic - Plastic Filter Housing

-

O 5" Clear And Opaque Housings

O MODEL NO. ORDERING CODE SIZE PR SUMP CAP  PIPESIZE  NO/  SHIPPING CARTON
E CASE  WT.(LBS. SIZE ()
S | FH500WW12 |68102003 | 5" | No | White | white | 12 [ 12 | 18 [19x14x8 |

All White Housings

MODEL NO. ORDERING CODE SIZE PR SUMP CAP PIPE SIZE NO./ SHIPPING ~ CARTON
CASE  WT. (LBS.)  SIZE (“)
FH4200WW14 68101982 10" No White White 1/4" 12 24 19x14x13
FH4200WW38 68101987 10" No White White 3/8" 12 24 19x14x13
FH4200WW12 68101979 10" No White White 172" 12 24 19x14x13
FH4200WW12PR 68101981 10" Yes White White 172" 12 24 19x14x13
FH4200WW34 68101983 10" No White White 3/4" 12 24 19x14x13
FH7000WW38 68102009 20" No White White 3/8" 6 26 17x12x24

All Black Housings

MODEL NO. ORDERING CODE SIZE PR SUMP CAP PIPE SIZE NO./ SHIPPING CARTON
CASE WT. (LBS.) SIZE (“)
FH4200BB14 68101954 10" No Black Black 1/4" 12 24 19x14x13
FH4200BB34 68101955 10" No Black Black 3/4" 12 24 19x14x13
HD4500BB34PR 68102654 10" Yes Black Black 3/4" 12 38 22x17x13
FH8000BB34PR 68102011 20" Yes Black Black 3/4" 6 33 18x12x24

10" Residential Blue / Black Housings

MODEL NO. ORDERING CODE SIZE PR SUMP CAP PIPE SIZE NO./ SHIPPING CARTON
CASE WT. (LBS.) SIZE ()

FH4200BL14 68101959 10" No Blue Black 1/4" 12 24 19x14x13

FH4200BL14PR 68101960 10" Yes Blue Black 1/4" 12 24 19x14x13

FH4200BL38 68101964 10" No Blue Black 3/8" 12 24 19x14x13

FH4200BL38PR 68101965 10" Yes Blue Black 3/8" 12 24 19x13x13

FH4200BL12 68101957 10" No Blue Black 1/2" 12 24 19x14x13

FH4200BL12PR 68101958 10" Yes Blue Black 1/2" 12 24 19x14x13

FH4200BL34 68101961 10" No Blue Black 3/4" 12 24 19x14x13

FH4200BL34PR 68101962 10" Yes Blue Black 3/4" 12 24 19x13x13

Specifications

Material, sumps & caps FDA grade polypropylene.

Material, 0-rings EPDM is standard; Viton is available as a spare part.

Maximum temperature (standard) 100°F (37.8°C)

Maximum temperature (full flow) and (valve in head) 100°F (37.8°C)

Minimum temperature 40°F (4°C)

Maximum pressure (standard) 100 psi (6.9 bar)

Maximum pressure (full flow) 90 psi (6.21 bar)

Maximum pressure (valve in head) 100 psi (6.9 bar)

Burst test Tested to 500 psi. (150,000 cycles from 0 to 125 psi)
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