
Flow-Max Stainless Steel Filter Housings
Check Out These Many Features And Benefits:

Specifications

Models

Material 304 and 316 stainless steel are available.
Pressure rating Housings are rated for pressures to 150 psi (10 bar). 

Temperature
Filters are rated for temperatures to 250° F (121° C). Please con-
sider cartridges to be used.

Gaskets & seals Buna-N is standard. Viton, EDPM and Teflon are available.

Finish
Protective poly-coat over stainless is standard finish. Electro-
polishing available.

Pressure drop
Initial pressure drop is <2 psi at maximum flow rates for hous-
ings only.

Cartridge types
Housings are designed to accept DOE cartridges. Adapters for 
222 & 226 cartridges available.

• �100% stainless steel for durability.
• �304 and 316 stainless steel available.
• �Convenient band clamp lid closure is standard for easy  

cartridge replacement.
• �Pipe fittings are readily accessible for easy installation.
• �Adjustable top plate accepts variable length cartridges for 

more options.
• �Two drains provided for clean and dirty fluids.
• �Legs and mounting tabs are available.
• �Knife edge seals are provided at both ends of all DOE  

cartridges for superior performance.
• �Rated for temperatures to 250° F. (No plastic holding rods.)
• �Pressure rating to 150 psi.
• �Housings for pressures to 300psi are available.
• �Optional sanitary connections.
• �Models to accept DOE, 222 and cartridges with 226 end 

caps.
• �Protective poly-coat over stainless steel standard finish.
• �Electo-polishing is available.
• �Standard, Premium Series and Jumbo models are in stock 

for immediate shipment.
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Flow-Max® Commercial Quality Multi-Cartridge Stainless Steel Filter Housings
MODEL NO. ORDERING 

CODE
ROUND MAX. FLOW  

RATE (GPM) 
PLEATED

MAX. FLOW 
RATE (GPM) 

DEPTH

PIPE SIZE DRAIN SIZE 
(NPT)

NO. OF 
STANDARD 

CARTRIDGES

CARTRIDGE OPTIONS 
(LENGTHS)

FM4X1-1-304 68102168 4 25 20 1” NPT 1/2” 4 9-3/4” - 10”
FM5X1-304 68102176 5 30 25 2” NPT 1/2” 5 9-3/4” - 10”

FM4X3 68102171 4 90 80 2” NPT 1/2” 4 29-1/4” - 30”
FM4X4 68102172 4 120 105 2” NPT 1/2” 4 40” (or two 20” per rod)
FM5X4 68102177 5 150 135 2” NPT 1/2” 5 40” (or two 20” per rod)
FM12X3 68102146 12 250 225 3” flange 1/2” 12 29-1/4” - 30”
FM12X4 68102147 12 300 265 3” flange 1/2” 12 40” (or two 20” per rod)
FM22X3 68102160 22 500 445 3” flange 1/2” 22 29-1/4” - 30”
FM22X4 68102161 22 600 535 3” flange 1/2” 22 40” (or two 20” per rod)

Flow rates shown above are for guidelines only. Actual flow rates are based on cartridge type, micron rating, solids content and a  
number of other factors.

Flow-Max® Jumbo Series Housings
MODEL NO. ORDERING 

CODE
MATERIAL MAX. FLOW  

RATE (GPM) 
CARTRIDGE 

STYLE
NO. OF STANDARD 

CARTRIDGES
PIPE SIZE LID CLOSURE

FMJCH40 68102223 316SS 50 "40" 1 2" NPT V-Band
FMJCH90 68102224 316SS 100 "90" 1 2" NPT V-Band
FMJCH170 68102222 316SS 150 "170" 1 2" NPT V-Band

Flow-Max® Jumbo Series Housings
MODEL NO. ORDERING 

CODE
MATERIAL MAX. FLOW  

RATE (GPM) 
CARTRIDGE 

STYLE
NO. OF STANDARD 

CARTRIDGES
PIPE SIZE LID CLOSURE

FMJCH40 68102223 316SS 50 "40" 1 2" NPT V-Band
FMJCH90 68102224 316SS 100 "90" 1 2" NPT V-Band
FMJCH170 68102222 316SS 150 "170" 1 2" NPT V-Band

Flow-Max® Jumbo Housing Cartridges
MODEL NO. ORDERING CODE MICRON RATING LENGTH O.D. (IN.) CARTON SIZE (IN.) SHIPPING WEIGHT (LBS.)

FMHC-40-0.35EZ 68102208 0.35 9-5/8 7-3/4 10X12X12 4 
FMHC-40-1EZ 68102211 1 9-5/8 7-3/4 10X12X12 3 
FMHC-40-5EZ 68102214 5 9-5/8 7-3/4 10X12X12 3 
FMHC-40-20EZ 68102212 20 9-5/8 7-3/4 10X12X12 3 
FMHC-40-50EZ 68102213 50 9-5/8 7-3/4 10X12X12 3 
FMHC-40-100 68102209 100 9-5/8 7-3/4 10X12X12 3 

FMHC-90-0.35EZ 68102215 0.35 19-1/2 7-3/4 8X8X20 6 
FMHC-90-1EZ 68102218 1 19-1/2 7-3/4 8X8X20 5 
FMHC-90-5EZ 68102221 5 19-1/2 7-3/4 8X8X20 5 
FMHC-90-20EZ 68102219 20 19-1/2 7-3/4 8X8X20 5 
FMHC-90-100 68102216 100 19-1/2 7-3/4 8X8X20 5 

FMHC-90-150M 68102217 150 19-1/2 7-3/4 8X8X20 5 
FMHC-170-0.35EZ 68102200 0.35 30-3/4 7-3/4 8X8X31 15 

FMHC-170-1EZ 68102204 1 30-3/4 7-3/4 8X8X31 14 
FMHC-170-5EZ 68102207 5 30-3/4 7-3/4 8X8X31 14 
FMHC-170-10EZ 68102202 10 30-3/4 7-3/4 8X8X31 14 
FMHC-170-20EZ 68102205 20 30-3/4 7-3/4 8X8X31 14 
FMHC-170-50EZ 68102206 50 30-3/4 7-3/4 8X8X31 14 
FMHC-170-100EZ 68102201 100 30-3/4 7-3/4 8X8X31 14 

Flow-Max Stainless Steel Filter Housings
Stainless steel filter housings with easy, safe and secure band-clamp lid closure.

Stainless Steel Filter Housings – Tabs
ORDERING CODE MODEL NO. DESCRIPTION

68108352 TABS MOUNTING TABS FOR 457 ROUND
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