\“WATI'S“ Residential Water Softeners

Water Softeners with Fleck 5600 Valves %
Features & Benefits —
* Top guelity components ﬂ%’
= Fully assembled, ready for installation Ll:'
* Models for capacities to 60,000 grains ' A
e User friendly Fleck 5600 control valves U
* Brine tanks with grid plate for maximum b

saturation of brine |GJJ
* Stainless steel by-pass valve is included _E'I:j
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* Safety brine valve with air chack

".‘
v

Specifications

VALVE FLECK 5600 TOP MOUNT VALVE
Valve hody Glass reinforced Nord®
Pipe Size 3"
Types Metered
Bypass Incluced (stairless sted])
Minaral Tank Corrosion resistant FRP .
Brine Tank Polystiylene; fully assembled ol
Media High capacity cafion resin .
5600 Series
ORDERING CAPACITY  PIPE SIZE MINERAL TANK BRINE TANK FLOW RATE & PRESSURE SHIP WT.
CODE (MAX,) MN)  TANKSIZE RESINFT3  SIZE  SALTALL  SERVICE DROP (PSD BKW(GPM)  (-o°)
(LBS) (GPM)
Water Softeners with 5600 Electromechanical Metered Control Valves
BE105263 45,000 34 10054 1.5 18140 400 10-13 15-25 2.4 130
BE105334 60,000 34 12552 2 18140 400 12-15 15-25 3.4 190

NOTICE

Flow rates listed above are based on pressure diop only. Selecting a system based on pressure drop slone does not guarantee that the system will provide
adequately softened water. System selection should be based on resin quality, capacity required, feed water analysis, and application requirements. Softeners
listed above are assembled and include by-pass valve and safety float valve o prevent brine overflow.
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Flow rates listed above are based on pressure drop only, Selecting a system based on pressure drop alone does not guarantee that the system will
provide adecuately softened watar, System selection should be based on resin quality, capacity required, feed water analysis, and appleation requirements,




